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Features Typical Applications Polarity

W High surge current capability W Gaftery charges

W Stud cathode and stud anods version M Convarters 5 C
W Wids currant range W Power supplies *C * A
W [eiric device varsion available W Machine tool controls

Mormal Reverse
W Walder W Motor controls

Ordering Information Table

Device Code ? m??ﬂ???

IV
-None=Standard recovery diodes;
FR=Fast recovery diodes
-Current code=IF uy
ﬂ ~Dutling code: F=00-4 case BA~25A; HF=D0-5 case 30A~854
U=D0-8,00-9 case 100A~3004
B} -Mone=5tud Normal Polarity {cathode to stud)
R=5tud Reverse Polarity (anode to stud)
B Voltage code=code x 10=Vgan
A -Vene=5Standard inch Device; M=Metric Davice

-Bigger size
. 00 |
ELECTRICAL CHARACTERISTICS
Symbol Parameter Conditions | 100U(R) | 180U(R) [100U(R).L | 150U(R).L | Unit
N e ™SR 100, | 98040 100 150 A
[ it TESST | 450 | 240 | 160 240 A
VR r———— Y T 400-2000 v
Vs |Repetibve pesk reverse vakage | Tom 40T 400-2000 400-2000 "
e e - 15 12 15 mA
Vi [T 'Sy L 15 18 15 v
" =€ | 300 | 450 | 300 | 450 A
i <0.35 | <0.30 | <030 | =028 | T/W
-40~-+150 T
40~+125 T
<120 N-m
Wi, [ meestaie | q00 | 120 | 150 | 150 | g
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For malric devica: 121,75 *FOR METRIC DEVICE:M121,75

DO-8 DO-30



